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Self test ticket 
 
 

 
 

 

 

How to print a self test ticket:

• Hardware solution:
You can power the printer while holding the paper feed button pushed

as soon as the self test starts the paper feed button can be released.

Before printing the led will blink for a few seconds.

• Software solution:
You can use the 1F 74 sequence:

Print test form

This command will print the configuration settings ticket. 

ASCII US t 

Hexadecimal 1F 74

Decimal 31 116

Before printing, the led will blink for a few seconds during the

Printhead test 

 

In this part of the self test ticket, the 

communication parameters are described. 
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EasyCom 
 

When you want to sent a file to the printer, you have to use the “Transmit File” function. 

 

     
 

In this Windows you can get back read the information sent by the printer 

 

The “send data string” function 

is used to send to the printer a 

simple command like “1F 74” 

 

In this part you have to select 

your communication parameters 

(the same parameters that those 

on the self test ticket) 

In order to repeat the print 100 times: 

- Select “Repeat” and enter 100 in Times 

box. 

- A delay (time between sending the print 

ordrer to the printer) must be given in 

order not to overheat motors and printhead. 

The value will depend on ticket length and 

type of print mechanism. A duty cycle of 

10% (Print time / (Print time + Stop time)) 

will prevent damaging the printer. 


